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UNCURBED SECTION

DEPARTMENT OF PUBLIC SERVICE
DIVISION OF DESIGN AND CONSTRUCTION

CITY ENGINEER
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VARIABLE WIDTH
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LEFT CEFT RIGHT EDGE
OUTSIDE WHEEL WHEEL
PATH PATH

2” EDGE\

LANE CENTER
ZONE

iy

TRAFFJC FLOW

N

MARKED CENTERLINE,
LANE LINE OR CHANNEL LINE

TO DETERMINE WHEEL PATH AREA:

START BY DETERMINING THE CENTER OF THE
TRAVEL LANE BY MEASURING FROM THE
MARKED CENTERLINE, LANE LINE, OR CHANNEL
LINE TO THE MARKED EDGE LINE. IN THE CASE
WHERE CURB AND GUTTER IS PRESENT, USE
THE EDGE OF PAVEMENT NOT TO INCLUDE THE
GUTTER PAN. THEN BY MEASURING 21" ON BOTH
SIDES OF THE LANE CENTERLINE THIS WILL
DETERMINE THE INSIDE EDGE OF THE LEFT AND
RIGHT WHEEL PATH. MEASURE 3.5' FROM THOSE
INSIDE LINES AND THIS WILL BE THE WHEEL
PATH AREA.

EDGE LINE OR EOP
WHEN CURBED

EXHIBIT A

WHEEL PATH LOCATION

STD DWG
CITY OF COLUMBUS, OHIO 2130
DEPARTMENT OF PUBLIC SERVICE
DIVISION OF DESIGN AND CONSTRUCTION
07/01/2021
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